SPECIFICATIONS 


Number AC16 | AC18 | AC110 


Size 6" 8” 10” 
Capacity 34" 134," 114" 
Thickness of Head 134” 134” 184” 
Thickness-Tip of Jaw | 1” 54" 134” 
Weight, Packed 5oz. | 8oz. | 13 02. 
Retail Price $1.00 | 1.25 1.50 


Polished finish. 


Packed one in a box, with inner 
envelope of transparent, water- 
proof paper. 


These new wrenches, like allother 
Crescent Tools are guaranteed to 
be satisfactory, the purchaser to 
be the judge. 


Remember, Crestoloy Steel 
wrenches are made only by the 
Crescent Tool Company. They are 
marked “Crestoloy Steel” on one 
side; “Crescent Tool Co.” on the 
other. 


STRENGTH 


for any job within their capacity; 
thinness to give them accessibil- 
ity; toughness for long life all 
built into one tool, the new CRES- 
TOLOY Steel wrench made by 


CRESCENT TOOL COMPANY 


The Queen City Supply Co., 
Cincinnati, Ohio 
Richmond, Ind. - Dayton, Ohio 


Lexington, Ky. 


50, 


THINNER 


FORGED CRESTOLOY STEEL 


TOUGHER 
THAN EVER 


MADE. IN 
U.S.A 


00) 


STRONGER 


These Points Made Possible by CRESTOLOY Steel 


The comparisons made above are made with 
the old style Crescent Wrench, which is still 
an excellent tool. But these new wrenches are 
superior in every way, due to the superior qual- 
ities of Crestoloy steel. 


This is a new steel, developed by the Crescent 
Experimental Department in conjunction with 
other metallurgists. It is used exclusively by 
the Crescent Tool Company. “Crestoloy” is a 


Al8 


~ 


ACI8 


trade marked name and can be legally used 
only by the Crescent Tool Company. 


Being thinner, the new wrenches are naturally 
lighter and easier to handle. Note comparative 
thicknesses as shown at center. 


Being stronger and tougher, they havea longer 
life, a wider range of usefulness and unless 
abused, they will not break. 


One or all sizes of these wrenches have a place 
in every tool kit, 


CRESCENT TOOL CO., JAMESTOWN, N-Y., U.S.A. 


